
Power Factor

CRI

Packing Size

Beam Angle 120˚

>0.95

>80

880*205*220(mm) 6pc/ctn

LED
Type:

Wattages 30W 

Luumens 120lm/W (±10%)

CCT Standard 4000K(Options 3000K - 6500K) 

Ingress Protection IP66

Impact Protection IK10

Input Voltage

Life Cycle

Operating Temperature - 10˚C ~ 50˚C

AC180-240V, 50-60Hz

50,000+ hours

30 Watts

UGR

Total Harmonic THD <19%

<19

120˚

>0.95

>80

1450*205*220(mm) 6pc/ctn

60W 

120lm/W (±10%)

Standard 4000K(Options 3000K - 6500K) 

IP66

IK10

- 10˚C ~ 50˚C

AC180-240V, 50-60Hz 

50,000+ hours

60 Watts

THD <19%

<19

Evo FL Series

Technical Specification
Axo (Tri-Proof) TBL – Batten Light 

• Waterproof
• Dust-proof
• Vandal Resistant - IK10
• Aluminum Casing

Materials Aluminum + PC Aluminum + PC
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Product Line Drawing 30W (Size:mm)
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Acerage Beam 
Angle(50%):130.2

Light intensity unit: cd

C0/180 113.7°
C30/210 115.2°
C60/240 113.1°
C90/270 111.2°
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Product Line Drawing 60W (Size:mm)
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